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•  Provides a cost-effective alternative to 
cable installation and phone line leasing

•  Communicates up to 4 miles (6.5 km) with
unobstructed line of sight

•  Offers excellent noise immunity using frequency 
hopping technology

•  Supports data rates up to 19.2 Kbps

•  Housed in a small, rugged DIN Rail mountable metal enclosure

PlantLinc 5000 Short-Range Wireless
Serial Modem

PlantLinc™ is an industrial wireless serial RS-232 modem designed

for cost-effective, short-range wireless communications up to

4 miles. It operates in the license-free 902–928 MHz band and

uses frequency-hopping transmission techniques for excellent

reliability in noisy plant environments. PlantLinc may be used for

in-plant applications, including PLC networking, data collection,

mobile systems (cranes, conveyor systems, warehouse automation),

and outdoor SCADA communications for remote pump stations

and substations. 

• Cost-effective wireless discrete and analog 
signal extender

• Eliminates the cost of conduit installation 
and trenching

• Range up to 4 miles (with line of sight)

• Robust 900 MHz, frequency hopping technology

• Supports point-to-multipoint topologies

PlantLinc 580 Wireless I/O Extenders

The PLR580 Wireless I/O Extenders offer a cost-effective alternative

to wire installation for sensors and actuators up to 4 miles away

(line of sight required).  The PLR580 is available in two models.

The PLR580D provides 8 discrete inputs and 8 discrete outputs.

The PLR580D/A also includes 8 analog inputs and outputs.

Operating as an I/O extender, the signal is sampled at the input,

sent over the wireless link and recreated at the output. The PLR580

uses robust frequency hopping technology in the 900 MHz band

and supports point-to-point and point-to-multipoint topologies.

• Uses robust SRM RF technology

• Wirelessly transmits discrete and analog signals up 
to 25 miles (40 km) with line of sight

• Models available for 902–928 MHz and 2.4 GHz bands

• Supports point-to-multipoint topologies

DDAA1000 & DD1000 Wireless I/O Extenders

The DDAA1000 and DD1000 models are identical to our PLR580

product line but with a more powerful transmitter for longer range

communications.
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